
Omnisphere is a cloud based IOT platform that integrates all data from Sense Devices in a 
single place, providing simple data collection, interpretation, storage and visualisation.  

Omnisphere allows for easy evaluation of Omni-ID’s Sense products by removing the need to 
configure network servers, accessing gateways to obtain device data and removing the need 
to manually decode device payloads to obtain device sensor data.

Figure 1: Sense Locate Position devices status dashboard provides simple view displaying device battery voltage, GNSS 
Fix, Motion alarm and temperature Alarm data.

Sense Demo Kits are provided with two-month access to Omnisphere and pre-configured 
for the devices supplied with the demo kit.  All that is required is to plug in the gateway to a 
network switch to provide an internet connection.  The gateway will then automatically push 
the device data it receives to Omnisphere.  Where data is interpreted, stored and displayed on 
a user-friendly graphical user interface.

Omnisphere has a range of dashboards displaying sensor data from motion alarm, 
temperature, range measurement, push button alert and GNSS coordinates that can be 
viewed on a configurable map.



Omnisphere’s rule engine includes basic features such as generating alerts based on sensor 
data such as alerting via email when a device enters or leaves a Geofence or notification that a 
device is reporting that the measured temperature is out of a pre-configured threshold.

Omnisphere allows for simple and quick evaluation of Omni-ID Sense products simplifying 
technology evaluations and enables ‘proof of concept’.

Omnisphere is a key element in the Sense Technology Evaluation Kits. These kits are available 
in a BLE version and a LoRaWAN version. Speak to your Omni-ID sales representative to discuss 
the benefits of Omnisphere and to order one of the evaluation kits. 

Figure 2:Sense Locate Position, breadcrumb map showing current and historic location of the device.


